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Are you interested in rolling your own propagation predictions? If you answered yes, 
UHDG�RQ��7KHUH¶V�D�YHU\�XVHU-friendly program out tKHUH�WKDW�DOORZV�\RX�WR�GR�WKLV��,W¶V�
IURP�6KHO��:�(/��DQG�LW¶V�FDOOHG�:�(/3URS��:�(/3URS�LV�WKH�:LQGRZV�YHUVLRQ�RI�KLV�
popular (but now discontinued) DOS-EDVHG�0,1,3523�VHULHV��$QG�LW¶V�D�IUHH�GRZQORDG��
WRR��6R�OHW¶V�GRZQORDG�LW�DQG�VHW�XS�WKH�RSWLRQV��7KHQ�ZH¶OO�UXQ�D�SUHGLFWLRQ�DQG�UHYLHZ�
what the outputs mean. 
 
Downloading W6ELProp is easy. Go to www.qsl.net/w6elprop. Scroll down a bit and 
FOLFN�RQ�'RZQORDG�:�(/3URS�Y������RU�ZKDWHYHU�YHUVLRQ�LW¶V�DW�ZKHQ�\RX�GRZQORDG�LW���
<RX¶OO�EH�GRZQORDGLQJ�DQ�DSSURximate 480K file called W6ELPropInst270.exe. Execute 
LW��DQG�IROORZ�WKH�GLUHFWLRQV��<RX¶OO�HQG�XS�ZLWK�WKH�:�(/3URS�LFRQ�RQ�\RXU�GHVNWRS� 
 
Start W6ELProp and then click on the Options menu. In the Default Terminal folder, 
enter your call and your latitude and longitude (from www.qrz.com, for example). 
 
Next go to the Frequencies and Constants folder. For the frequencies, enter the 
IUHTXHQFLHV�\RX¶G�OLNH�SUHGLFWLRQV�RQ��,�XVXDOO\�XVH�����������������������������������������
and 28.3 (you can even add the new 60m frequency, too). Note that W6ELProp only 
allows frequencies down to 3.0MHz. It does not do predictions on 160m. For 160m, I 
usually note the times when the entire path is in darkness. 
 
For Additive Signal Level Constants, this is where you input your station specifics in dB 
referenced to 100w and a dipole. For example, if you have an older 1000w amp that does 
80-��P�EXW�H[FOXGHV�WKH�:$5&�EDQGV��\RX¶G�DGG���G%�>���ORJ������Z����Z�@�WR�DOO�
but the WARC frequencies. If you have a tri-bander on 20m, 15m, anG���P��WKHQ�\RX¶G�
DGG�DQ�DGGLWLRQDO��G%�RQ�WKRVH�IUHTXHQFLHV��WKDW¶V�URXJKO\�WKH�JDLQ�RI�D�VPDOO�WUL-bander 
over a dipole). The following figure shows the frequencies and additive signal level 
constants for the above scenario. 
 

 
 

http://www.qsl.net/w6elprop.
http://www.qrz.com,


In the Prediction Parameters folder, go with Minimum Radiation Angle = 1.0 degree (use 
higher values if your QTH is blocked at low elevation angles), Noise Bandwidth = 
3000Hz for SSB (use 500Hz for CW), Signal Level Suppression Threshold = 0dB, Man-
Made Noise Environment as dictated by your QTH (mine is Rural), and put a check in 
the Suppress Zero-Availability Predictions box. 
 
In the User Preferences folder, go with Sunspot Number for the Primary Solar Index, 
Signals Levels for the Primary Signal Display, UTC for Time Display, 3 minutes for map 
Auto Upgrade Interval, and Low for Frequency Map Resolution. 
 
1RZ�FOLFN�RQ�WKH�6DYH�0\�6HWWLQJV�DQG�([LW�EXWWRQ��'RQ¶W�IRUJHW�WR�GR�WKLV��<RX�VKRXOG�
now be back at the main screen. 
 
Click on the Predictions menu. Then select On-6FUHHQ��+LW�³HQWHU´��DQG�WKH�GHIDXOW�FDOO��
latitude, and longitude that you entered earlier should show up on the left side of the 
window as Terminal A. For this example, my default data will be used. 
 
/HW¶V�UXQ�D�SUHGLFWLRQ�WR�$UJHQWLQD��,I�\RX�GRQ¶W�NQRZ�WKH�SUHIL[��click on Select from 
Atlas and select Search by Name. Scroll down until you see Argentina. Highlight it, and 
then click OK. The prefix, the latitude, the longitude, and the name should show up as 
7HUPLQDO�%��)RU�D�'DWH��OHW¶V�JR�ZLWK�'HFHPEHU�����������ZKLch is typed in using the 
format MM/DD/YY. 
 
For Solar Index, earlier we selected Sunspot Number as the Primary Solar Index. The 
smoothed sunspot number should be entered here. Since the smoothed sunspot number is 
a 13-month running average centered on the desired month, the official smoothed sunspot 
number is 7 months behind real time. So how do we find the predicted smoothed sunspot 
number for December 2003 (or for any future month)? One method is to go to 
sec.noaa.gov/ftpdir/weekly/Predict.txt and use the value in the left-most column (which 
is the PREDICTED smoothed sunspot number) for December 2003. From that table, 
ZH¶OO�HQWHU����IRU�WKH�6RODU�,QGH[��1RWH�WKDW�WKH�GDWD�RQ�WKDW�ZHEVLWH�DOVR�KDV�VPRRWKHG�
solar flux. So if we had chosen Solar Flux as our Primary Solar Index, we could have 
entered a smoothed solar flux. 
 
Why should we use the smoothed sunspot number (or smoothed solar flux) and not the 
daily solar flux? To develop the model of the ionosphere for our propagation predictions, 
solar data was compared to ionosphere data. The best correlation was between the 
smoothed sunspot number (or smoothed solar flux) and monthly median ionospheric 
SDUDPHWHUV��7KXV�WKH�PRGHO�ZDV�GHVLJQHG�WR�WDNH�D�VPRRWKHG�VRODU�LQGH[��7KH�³PRQWKO\�
PHGLDQ´�DVSHFW�PHDQV�WKDW�RXU�SUHGLFWLRQV�DUH�VWDWLVWLFDO�LQ�QDWXUH��:H¶OO�JHW�LQWR�WKDW�D�
little bit later. 
 
For the K Index, enter -1, which indicates the predictions will be for an average K index. 
 
Now click on OK. After a couple seconds, you should see data specific to the chosen path 
- the latitude and longitude of both terminals, sunrise and sunset for both terminals, the 



bearings, and the short and long path lengths. Click on Show Predictions and you should 
have a screen full of data like the following. 
 

 
 
One of the most obvious features of this data is the difference between the lower 
frequencies (80m, 40m, and 30m) and the higher frequencies (17m, 15m, 12, and 10m). 
7KH\¶UH�HVVHQWLDOO\�����GHJUHHV�RXW�RI�SKDVH��7KLV�LV�EHFDXVH�DEVRUSWLRQ�GULYHV�WKH�ORZ�
EDQGV�VR�WKH\¶UH�EHVW only during the night, whereas MUF (maximum usable frequency) 
GULYHV�WKH�KLJK�EDQGV�VR�WKH\¶UH�EHVW�GXULQJ�WKH�GD\� 
 
The first column in the figure is the time in UTC. The second column is the monthly 
median MUF. Remember when I said our predictions are statistical in nature? What this 
means is that the actual MUF is predicted to be at least as high as the monthly median 
MUF on half the days of the month. For example, at 1700 UTC, the actual MUF on half 



the days of the month will be at least 29.7MHz. On the other half of the days of the 
PRQWK�WKH�DFWXDO�08)�ZLOO�EH�ORZHU�WKDQ�����0+]��7KH�ELJ�SUREOHP�LV�ZH�GRQ¶W�NQRZ�
ZKLFK�DUH�WKH�³JRRG´�GD\V�DQG�ZKLFK�DUH�WKH�³EDG´�GD\V� 
 
Each frequency column has two entries - a number and a letter. The number is the 
predicted monthly median signal strength in dB above 0.5uv. Assuming S9 is 50uv and 
an S-unit is 5dB (the generally accepted standard), the dB values in W6ELProp translate 
to S-units as follows: 
 

Signal level in dB S-units 
50 10dB over S9 
45 5dB over S9 
40 S9 
35 S8 
30 S7 
25 S6 
20 S5 
15 S4 
10 S3 
5 S2 
0 S1 

 
Being a median value, on any given day of the month the signal strength could be 
somewhat above or below this predicted value. 
 
The letters A, B, C, and D refer to the probability (in terms of the number of days of the 
month) that the desired frequency is below the predicted monthly median MUF. This 
probability is called Availability. W6ELProp puts Availability into four categories, and 
the definitions of the limits for each category are at the bottom of the page. For example, 
the 28.3MHz column at 1530 UTC shows a C. This means 10m should be open on 8 to 
���GD\V�RI�WKH�PRQWK������WR�������7R�UHLWHUDWH��ZH�GRQ¶W�NQRZ�ZKLFK�VSHFLILF�GD\V�
these will be. From 1600 to 1900 UTC the probability increases to 16 to 24 days of the 
month (B = 50% to 75%), with a signal level of about S8. 
 
7KDW¶V�LW�IRU�D�EDVLF�LQWURGXFWLRQ�WR�:�(/3URS��7KH�EHVW�WKLQJ�WR�GR�LV�WR�GLYH�LQ�DQG�UXQ�
predictions ±�,¶P�VXUH�\RX¶OO�EHFRPH�IDPLOLDU�ZLWK�LW��)RU�PRUH�GHWDLOV��JR�WR�+HOS�and 
WKHQ�&RQWHQWV��7KHUH¶V�ORWV�RI�JRRG�LQIRUPDWLRQ�WKHUH��+DYH�IXQ�SOD\LQJ�ZLWK�DOO�WKH�
features of W6ELProp. The end result should be more DX success. Good luck! 
 
One last comment - check out the mapping feature (under the Map menu) ±�LW¶V�UHDOO\�
great for visualizing low band openings, where the dark ionosphere is the best place to be 
for our RF. 


